
                    
 

 

 

Top Quality Chemicals 
In the graphic production process are a lot of requirement on the water additives and the Press Chemicals. AtéCé Graphic Products understands 
the importance of using proper chemicals on your presses and printing rollers for fountain solutions and cleaning. The ranges that AtéCé Graphic 
Products are bringing on the market are choose very carefully and offer the skilled tradesman everything he wants. 

 

 

 Important: This is an industrial product, formulated for the recommended purpose. Use according to its material safety data sheet, which 

refers to any known hazards to health and environment. All mentioned information is true to the best of our knowledge and belief, but without 

guarantee, warranty or responsibility of any kind, expressed or implied. Any existing property rights must be observed. 
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Anti set-off powder 

TenCaSet S-IQ B2 Coarse 
Application 
________________________________________________________________ 
 
Spray powder on 100% vegetable base for all conventional powder devices. TenCaSet S-IQ B2 Coarse is not 
harmful, has got excellent flow properties and can also be used on multiple imaging passes. Type Coarse is 
suitable for subsequent coating and laminating. 
 
Usage 
________________________________________________________________ 
For paper from 250 until 350 g/m
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Certificates 
________________________________________________________________ 
ISO 9001 
BRC-IoP 
 
Details 
________________________________________________________________ 
 

• TenCaSet S-IQ B2 spray powder is not hazardous and not subject to specific labeling. 

• Always use as little as possible and as much as necessary. 

• Shake well before using. 

• Store dry. 
 
Technical Specifications 
________________________________________________________________ 
 

• Relative density: approx. 0.65 kg/l 

• Flashing point: not applicable 

• Color: white to slightly yellowish 

• Odor: neutral 
 
Packaging 
________________________________________________________________ 
 
3.5 kg canister 
 

 
 


